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STA. 110142800 TO STA. 1105+06.00 T (7) CONCRETE MEDIAN, TYPE SB-6.18
HOT-MIX ASPHALT SURFACE COURSE, MIX “D”, NSO, 2"
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' | ® TOPSOIL EXCAVATION AND PLACEMENT, 24" WITH SODDING SALT TOLERANT, OR
TOPSOIL FURNISH AND PLACE, 24" WITH SODDING SALT TOLERANT
OO0®O® © 0od 6 i
| LONGITUDINAL CONSTRUCTION JOINT - NO. 8 TIE BARS, 24" LONG
KAUTZ ROAD | @ 24" C-C (EPOXY COATED), INCIDENTAL TO PCC PAVEMENT
STA. 1105+06.00 TO STA. 1107+06.69
SEE PAVEMENT DETAILS SHEET FOR SUPERELEVATION TRANSITIONS @y LONGITUDINAL CONSTRUCTION JOINT - KO. 6 TIE BARS, 24" LONG
****** @ 24" C-C (EPOXY COATED), INCIDENTAL TO PCC PAVEMENT
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e
13
I HOT-MIX ASPHALT MIXTURE REQUIREMENTS
: MIXTURE TYPE AIR VOIDS
: TEMPORARY PAVEMENT (10
- HOT-MIX ASPHALT SURFACE COURSE, MIX "D, NSO (IL 9.5 mm) 27 |, o0 o
_— - HOT-MIX ASPHALT BINDER COURSE, IL-13.0 mm, 8" (IN 3 LIFTS) g .
KAUTZ ROAD ORIVEWAYS
STA. 1107+06.69 TO STA. 111+83.76 (PC T0 PT) e "
S - HOT-MIX ASPHALT SURFACE COURSE, MIX “D”, N50 (IL 9.5 mm, )
SEE PAVEMENT DETAILS SHEET FOR SUPERELEVATION TRANSITIONS i HgT_MIX ASPHALT BASE Eou&sg e BINDER IL?19 L oE 20 2CE=8” 4% @ 50 Gyr.
. MULTI-USE PATH
| , i - HOT-MIX ASPHALT SURFACE COURSE, MIX "D, NSO (L 9.5 mm), 2" 4% ® 50 Gyr.
i T0°_AND VARIES ; 40, : STABILIZED SUB-BASE
: 20 L 12’ 12 | 20 ; 12 R = - STABILIZED SUBBASE - HOT-MIX ASPHALT, 4 1/2" (IL-19 mm) 3% @ 50 Gyr.
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et 12" to 0 20" to 12 . PAVEMENT PATCHING
o A I 12 - CLASS D PATCHES (HMA BINDER IL-19 mm) a% g 70 Gyr.
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i " /" . ; S L. THE UNIT WEIGHT USED TO CALCULATE ALL HMA SURFACE MIXTURE QUANTITIES IS 112 LBS/SQ YD/IN.
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N> s | - 2. THE “AC TYPE” FOR POLYMERIZED MMA MIXES SHALL BE “SBS/SBR PG 76-22 AND FOR NON-POLYMERIZED
- HMA THE “AC TYPE” SHALL BE PG 64-22" UNLESS MODIFIED BY DISTRICT ONE SPECIAL PROVISIONS.
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KAUTZ ROAD

STA. 1111+83.76 TO STA, 1117+00.00
SEE PAVEMENT DETAILS SHEET FOR SUPERELEVATION TRANSITIONS
» STA. 1115+37.55 TO STA. 1117+00.00
wx STA, 1112+69.16 TO STA. 1114+69.16

3. FOR "PERCENT OF RAP* SEE

DISTRICT ONE SPECIAL PROVISIONS,

4. A SURFACE COURSE IS NOT REQUIRED IF TEMPORARY PAVEMENT IS REMOVED WITHIN THE SAME
CONSTRUCTION SEASON; USE BASE OR BINDER COURSE FULL DEPTH.

5. IF THE CONTRACTOR CHOOSES TO USE CONCRETE FOR TEMPORARY PAVEMENT, IT SHALL CONSIST OF
CLASS PV CONCRETE MEETING THE REQUIREMENTS OF ARTICLE 1020 OF THE STANDARD SPECIFICATIONS.
PCC TEMPORARY PAVEMENT SHALL BE A MINIMUM OF 10" THICK.
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